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The Flight Information Exchange Model (FIXM) is an exchange model capturing Flight and Flow information that is globally standardised. It supports, like AIXM and WXXM, a “core + extension” mechanism: the core part contains the pieces of flight information that are globally recognised and which are endorsed by the FIXM CCB, while extensions supplement the core FIXM model in order to support additional requirements from particular communities of interest. [adapted from the FIXM Strategy v1.0]

This document captures the dictionary generated from the Conceptual Model of the Europe A-CDM FIXM Extension v1.0.  It provides the list of terms that together build the A-CDM operational language relevant to the extension.


The Europe A-CDM FIXM Extension v1.0 is still a research extension which shall not be used for any operational purposes. It is delivered officially to the FIXM CCB and made publicly available on www.FIXM.aero, so that its content can be considered for inclusion in future core FIXM versions, in accordance with the rules for governing the FIXM content described in the FIXM CCB Charter v1.0.
	 
 
 
06-August-2014
Version: 1.0
 



Copyright (c) 2014 EUROCONTROL
===========================================
All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided that the following conditions are met:
  * Redistributions of source code must retain the above copyright notice, this list of conditions and the disclaimer.
  * Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the disclaimer in the documentation and/or other materials provided with the distribution.
  * Neither the names of EUROCONTROL nor the names of their contributors may be used to endorse or promote products derived from this specification without specific prior written permission.

DISCLAIMER

THIS SPECIFICATION IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.
==========================================
Editorial note: this license is an instance of the BSD license template as provided by the Open Source Initiative:
http://www.opensource.org/licenses/bsd-license.php

Details on EUROCONTROL: http://www.eurocontrol.int/

Table of Contents

Data Dictionary for Operational Experts	6
ACDMAlertInconsistencyDetection	6
ACDMAlertKind	6
ACDMAlertLevel	7
ACDMAlertStatus	7
ACDMFlightAlert	8
ActualCommenceGroundHandlingTime	8
ActualCommencementDeicingTime	8
ActualDeicingTime	8
ActualEndDeicingTime	8
ActualEndGroundHandlingTime	9
ActualGroundHandlingTime	9
ActualInBlockTime	9
ActualLandingTime	9
ActualOffBlockTime	9
ActualReadyForDeicingTime	10
ActualReadyTime	10
ActualStartBoardingTime	10
ActualStartUpApprovalTime	10
ActualStartUpRequestTime	11
ActualTakeOffTime	11
ActualTaxiInTime	11
ActualTaxiOutTime	11
ActualTurnaroundTime	11
Aerodrome	12
AerodromeCode	12
AerodromeIATADesignator	12
AerodromeICAOLocationIndicator	12
Aircraft	12
AircraftFlightStatus	13
AircraftIdentification	13
AircraftRegistration	13
AircraftStand	14
AircraftStandDesignator	14
AircraftType	14
AircraftTypeIATACode	14
AircraftTypeICAOCode	14
Airline	15
AirlineDesignator	15
AirlineIATADesignator	15
AirlineICAODesginator	15
AirportTransitView	16
Approach	16
Apron	16
Arrival	16
Boarding	17
BoardingTime	17
CalculatedTakeOffTime	17
CommencementDeicingTime	17
Deicing	17
DeicingArea	18
DeicingTime	18
Departure	18
EndDeicingTime	18
EnRoute	19
EstimatedCommencementDeicingTime	19
EstimatedDeicingTime	19
EstimatedEndDeicingTime	19
EstimatedInBlockTime	19
EstimatedLandingTime	20
EstimatedOffBlockTime	20
EstimatedReadyForDeicingTime	20
EstimatedTakeOffTime	20
EstimatedTaxiInTime	20
EstimatedTaxiOutTime	21
EstimatedTuraroundTime	21
Flight	21
FlightNumber	21
FlightPhase	22
FlightPlan	22
Gate	22
GloballyUniqueFlightIdentifier	22
GroundHandling	22
IATAUniqueFlightIdentifier	23
ICAOFlightID	23
IFPLIdentifier	23
InBlock	23
InBlockTime	23
Landing	24
LandingTime	24
MinimumTurnaroundTime	24
OffBlock	24
OffBlockReady	25
OffBlockReadyTime	25
OffBlockTime	25
OnStandDeicing	25
OriginFlightDate	25
ReadyForDeicingTime	26
RemoteDeicing	26
RepeatNumber	26
Runway	26
RunwayDirection	27
RunwayDirectionDesignator	27
ScheduledInBlockTime	27
ScheduledOffBlockTime	27
ScheduledTurnaroundTime	27
Standing	28
StartUpApproval	28
StartUpApprovalTime	28
Suffix	28
TakeOff	28
TakeOffTime	29
TargetLandingTime	29
TargetOffBlockTime	29
TargetStartUpApprovalTime	29
TargetTakeOffTime	30
Taxi	30
TaxiIn	30
TaxiInTime	30
TaxiOut	31
TaxiOutTime	31
Terminal	31
TOBTUpdateStatus	31
Turnaround	31
TurnaroundTime	32
References	32


Document History

	[bookmark: _Ref363826668]Version
	Version Type
	Author
	Description of Changes

	1.0
	Final
	Carlos Fornas, EUROCONTROL
	First version of the document



Intellectual Property Rights (foreground)
This document consists of EUROCONTROL foreground. It is made available subject to the BSD license found on the front page of the document.

[bookmark: _Toc395285625]
Data Dictionary for Operational Experts
The content of this document is generated programmatically from the Conceptual Model belonging to the FIXM A-CDM Extension for Europe. This is compliant with the FIXM Strategy v1.0, which recognises that data dictionary documents should be generated from the conceptual and logical models. 

The information extracted from the Conceptual Model is organised according to the following template.

	Name of concept

	Definition
	Provides the definition / description of the concept as captured in the Conceptual Model.

	Abbreviations
	Provides the list of valid abbreviations for the concept. Left blank if no abbreviation is available.

	Alternate Names
	Provides the list of synonyms for the concept. Left blank if no synonym is available.

	Source
	Provides the name of standard used as reference for the definition of the concept.

	In Logical Model
	Indicates that the concept is further captured at logical level, i.e. that it is part of the information that is exchanged between systems and/or services. Examples of values are:
- Core v.2.0: indicates that the concept is captured in the core FIXM v2.0 Logical Model;
- Europe A-CDM Ext v1.0: indicates that the concept is captured in the Logical Model of the Europe A-CDM Extension v1.0. It also implies that the concept is not captured in the Logical Model of a FIXM core version.
- No: indicates that the concept is not captured further in the Logical Model. This happens for concepts whose inclusion in the Conceptual Model is required for describing and understanding the operational driver, but which do not correspond to data elements that will be exchanged practically between systems and/or services.





[bookmark: _Toc395285626][bookmark: BKM_26E7ED50_1F32_4A84_92F5_6C469D529BC8][bookmark: A_CDMALERTS][bookmark: BKM_6CA5346B_0F59_4CB2_AA7E_09740CDB42AD][bookmark: AIRPORTOPERATIONS][bookmark: BKM_99F0EAC2_F20C_4B36_A92F_DB1C7AACF1AC][bookmark: AIRTRAFFICOPERATIONS][bookmark: BKM_D4189F78_FC1C_4C22_A22C_B41028529DFE][bookmark: CONCEPTUAL_MODEL][bookmark: BKM_E6429825_2EE9_447E_8298_5447940B074A]ACDMAlertInconsistencyDetection
	ACDMAlertInconsistencyDetection

	Definition
	Description of the inconsistency detected and the action to take.
Possibly complemented by inaction consequences.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285627][bookmark: BKM_6821852D_905C_437B_99C8_FA97FA593C9D]ACDMAlertKind
	ACDMAlertKind

	Definition
	Element from the Configuration that describes the kind of Alerts that can be raised for A-CDM.

These usually consist of a code and a short textual description. See below for an example.

Example: The A-CDM Implementation Manual defines the following examples of alert codes.
CDM01    No Airport Slot Available, or Slot already correlated
CDM02    SOBT vs. EOBT discrepancy
CDM03    Aircraft Type discrepancy
CDM04    Aircraft Registration discrepancy
CDM05    First Destination discrepancy
CDM06    Non-Airborne Alert
CDM07    EIBT + MTTT discrepancy with EOBT
CDM08    EOBT Compliance Alert
CDM09    Boarding Not Started
CDM10    TOBT Rejected or Deleted
CDM11    Flight not Compliant with TOBT/TSAT
CDM12    TSAT not respected by ATC
CDM13    No ATC Flight Plan Available
CDM14    Automatic TOBT Generation not Possible

This table is complemented in the OFA 05.01.01 OSED 2.02, Appendix C.

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285628][bookmark: BKM_83C39549_6F04_445C_B1B9_26E7ADB75ADD]ACDMAlertLevel
	ACDMAlertLevel

	Definition
	Describes the kind of the A-CDM alert, such as WARNING or ALERT.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285629][bookmark: BKM_809BF8B1_B563_4D33_9CD5_4750514837D9]ACDMAlertStatus
	ACDMAlertStatus

	Definition
	Status of the Alert.

Values:
- active. Initial value when the alert is raised.
- inactive. Final value when the alert is closed.

Time associated to the Alert Status.
It is the time at which the Alert was detected or closed.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285630][bookmark: BKM_0C679DEC_8D60_4064_9C64_51928773C713]ACDMFlightAlert
	ACDMFlightAlert

	Definition
	A system generated message which alerts the Airport CDM Partners of an irregularity and which normally requires one or more partners to make a manual intervention to resolve the irregularity. Alert messages to partners are triggered based on events or calculations.

	Abbreviations
	

	Source
	A-CDM Implementation Manual

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: BKM_B342CFF4_DEB9_4AD1_B652_BF746A26B499][bookmark: AIRPORTTRANSITVIEW][bookmark: BKM_17E8383C_AF8F_40F9_B617_D708F9559EEC]
[bookmark: _Toc395285631][bookmark: BKM_978A7992_66DE_4ED2_8E29_8281C0CA4A62]ActualCommenceGroundHandlingTime
	ActualCommenceGroundHandlingTime

	Definition
	The time when ground handling on an aircraft starts, can be equal to AIBT (to be determined locally).

	Abbreviations
	ACGT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285632]ActualCommencementDeicingTime
	[bookmark: _GoBack]ActualCommencementDeicingTime

	Definition
	The time when de-icing operations on an aircraft starts.

	Abbreviations
	ACZT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core FIXM v2.0



[bookmark: _Toc395285633][bookmark: BKM_F3BB9026_603D_4E27_BBB0_CD3BBE46DE0D][bookmark: DEICING][bookmark: BKM_788A00C1_170C_4B87_A7D8_7846FA159FB2]ActualDeicingTime
	ActualDeicingTime

	Definition
	Metric AEZT – ACZT.

	Abbreviations
	ADIT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285634][bookmark: BKM_F323ABC9_73C3_4BD7_BE0E_208864B5C928]ActualEndDeicingTime
	ActualEndDeicingTime

	Definition
	The time when de-icing operations on an aircraft end.

	Abbreviations
	ADIT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core FIXM v2.0



[bookmark: _Toc395285635][bookmark: BKM_1B9AF19F_8F02_4F7F_9C39_321A4C9D56EF]ActualEndGroundHandlingTime
	ActualEndGroundHandlingTime

	Definition
	The time when ground handling on an aircraft ends, can be equal to ARDT (TBD locally).

	Abbreviations
	AEGT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285636][bookmark: BKM_2908212A_40FD_470E_9870_565F1E799098]ActualGroundHandlingTime
	ActualGroundHandlingTime

	Definition
	The total duration of the ground handling of the aircraft. Metric ACGT - AEGT.

	Abbreviations
	AGHT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285637][bookmark: BKM_7275B6B1_55B1_41D7_A289_61937B16C9A4]ActualInBlockTime
	ActualInBlockTime

	Definition
	The actual date and time when the ACparking brakes have been engaged at the parking position.

	Abbreviations
	AIBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285638][bookmark: BKM_0662F26B_9FA5_4A84_B361_EDC955ABAE6C]ActualLandingTime
	ActualLandingTime

	Definition
	The time that an aircraft lands on a runway. (Equivalent to ATC ATA - Actual Time of Arrival = landing, ACARS=ON).

	Abbreviations
	ALDT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285639][bookmark: BKM_6AAE9763_D0CF_4F90_9DF6_3771591D1F4E]ActualOffBlockTime
	ActualOffBlockTime

	Definition
	Time the aircraft pushes back / vacates the parking position. (Equivalent to Airline / Handlers ATD – Actual Time of Departure & ACARS=OUT).

	Abbreviations
	AOBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285640][bookmark: BKM_BF509370_EBC2_401C_8B60_CCC0A293B827]ActualReadyForDeicingTime
	ActualReadyForDeicingTime

	Definition
	The time when the aircraft is ready to be de-iced.

	Abbreviations
	ARZT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285641][bookmark: BKM_DA7B2C81_AC60_4CC6_87AC_7188A32E1637]ActualReadyTime
	ActualReadyTime

	Definition
	Actual Ready Time (for movement) (ARDT).
When the aircraft is ready for start up/push back or taxi immediately after clearance delivery, meeting the requirements set by the TOBT definition.

	Abbreviations
	ARDT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285642][bookmark: BKM_A0B21D18_38D5_49B5_8EAB_629226468533]ActualStartBoardingTime
	ActualStartBoardingTime

	Definition
	Time passengers are entering the bridge or bus to the aircraft.

	Abbreviations
	ASBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285643][bookmark: BKM_DCD3C513_01A6_48B0_A273_49739E6C2DFA]ActualStartUpApprovalTime
	ActualStartUpApprovalTime

	Definition
	Time that an aircraft receives its start up approval.

	Abbreviations
	ASAT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285644][bookmark: BKM_7447EADB_6837_4891_B8B7_FB7EF2EA1D91]ActualStartUpRequestTime
	ActualStartUpRequestTime

	Definition
	Time the pilot requests start up clearance.

	Abbreviations
	ASRT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285645]ActualTakeOffTime
	ActualTakeOffTime

	Definition
	The time that an aircraft takes off from the runway. (Equivalent to ATC ATD–Actual Time of Departure, ACARS = OFF).

	Abbreviations
	ATOT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285646]ActualTaxiInTime
	ActualTaxiInTime

	Definition
	Metric AIBT – ALDT.

	Abbreviations
	AXIT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285647][bookmark: BKM_A691E5D1_AFE0_413F_BF06_B481724C844D]ActualTaxiOutTime
	ActualTaxiOutTime

	Definition
	Actual Taxi-Out Time (AXOT).
Metric ATOT – AOBT.

	Abbreviations
	AXOT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285648][bookmark: BKM_D293C459_110C_4492_8B4B_E14B4DBD862C][bookmark: TURNAROUND][bookmark: BKM_A1CA57AF_C68F_4320_991E_194A23593616]ActualTurnaroundTime
	ActualTurnaroundTime

	Definition
	Metric AOBT – AIBT.

	Abbreviations
	ATTT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285649][bookmark: BKM_5F317872_C9F0_43A7_9594_3E48019D4B05][bookmark: BOARDING][bookmark: BKM_6ED9AA6B_DE9E_47DE_AA4D_818544C36320]Aerodrome
	Aerodrome

	Definition
	A defined area on land or water (including any buildings, installations and equipment) intended to be used either wholly or in part for the arrival, departure and surface movement of aircraft.

	Abbreviations
	

	Source
	ICAO

	In Logical Model
	No



[bookmark: _Toc395285650]AerodromeCode
	AerodromeCode

	Definition
	Designator of the aerodrome 

	Abbreviations
	

	Source
	

	In Logical Model
	Core v2.0



[bookmark: _Toc395285651][bookmark: BKM_9E5F1D55_560D_4F75_9EE8_B92A51DD70F3]AerodromeIATADesignator
	AerodromeIATADesignator

	Definition
	The identifier that is assigned to a location in accordance with rules (resolution 767) governed by the International Air Transport Association (IATA).

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285652][bookmark: BKM_624B2C01_BC59_4308_B5F4_DAEDC4159EE2][bookmark: GROUNDHANDLING][bookmark: BKM_35DB27CD_8911_453B_9D7A_AB7E3FD6FAF4]AerodromeICAOLocationIndicator
	AerodromeICAOLocationIndicator

	Definition
	The four letter ICAO location indicator of the aerodrome/heliport, as listed in ICAO DOC 7910.

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	Core v2.0




[bookmark: _Toc395285653][bookmark: BKM_56F91E8D_6D99_433B_9B5D_93FFF08A549A]Aircraft
	Aircraft

	Definition
	Any machine that can derive support in the atmosphere from the reactions of the air other than the reactions of the air against the earth's surface.

	Abbreviations
	

	Source
	ICAO Annex 1

	In Logical Model
	No



[bookmark: _Toc395285654]AircraftFlightStatus
	AircraftFlightStatus

	Definition
	Status of an aircraft at an aerodrome combining information about the outbound flight, the inbound flight and the turnaround process.

Values
· SCH Scheduled
· INI Initiated
· AIR Airborne
· FIR Flight entered local FIR
· FNL Final
· ARR Landed
· IBK In-Block
· BRD Boarding
· RDY Ready
· OBK Off-Block
· RDI Ready for de-icing
· DEI De-icing in progress
· DEP Departed
The values are listed in their usual order.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Extension v1.0



[bookmark: _Toc395285655][bookmark: BKM_0C295BD5_CA23_4BC9_B782_843C4EB66DB6]AircraftIdentification
	AircraftIdentification

	Definition
	A group of letters, figures or a combination thereof which is either identical to, or the coded equivalent of, the aircraft call sign to be used in air-ground communications, and which is used to identify the aircraft in ground-ground air traffic services communications.

	Abbreviations
	

	Source
	ICAO Doc 4444

	In Logical Model
	Core v2.0




[bookmark: _Toc395285656][bookmark: BKM_6E2DB86E_41CF_4DE3_88A2_B368B8169705][bookmark: OFFBLOCKREADY][bookmark: BKM_9DBFA92C_3A7B_403D_AAB4_2B260743065C]AircraftRegistration
	AircraftRegistration

	Definition
	The registration markings of the aircraft, if different from the aircraft identification in the ICAO Flight Plan Item 7.

	Abbreviations
	

	Source
	ICAO Doc 4444

	In Logical Model
	Core v2.0



[bookmark: _Toc395285657][bookmark: BKM_BD396F9E_F762_4189_93C1_5AD758612A63]AircraftStand
	AircraftStand

	Definition
	A designated area on an apron intended to be used for parking an aircraft.

	Abbreviations
	

	Source
	ICAO

	In Logical Model
	Core v2.0



[bookmark: _Toc395285658][bookmark: BKM_8DAB6BF3_A90E_4A55_B182_BA125B8F8199]AircraftStandDesignator
	AircraftStandDesignator

	Definition
	The textual designator of the gate/stand.

	Abbreviations
	

	Source
	

	In Logical Model
	Core v2.0



[bookmark: _Toc395285659][bookmark: BKM_11463413_20A7_4B18_B221_EA67D466A0AD]AircraftType
	AircraftType

	Definition
	The aircraft type.

	Abbreviations
	

	Source
	FOIPS

	In Logical Model
	Core v2.0



[bookmark: _Toc395285660][bookmark: BKM_B8D0C704_2211_4107_A25D_84EFBB16A59D]AircraftTypeIATACode
	AircraftTypeIATACode

	Definition
	IATA code used to identify the aircraft type linked to the Business trajectory. 

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285661][bookmark: BKM_4BEFADBB_3513_404F_B740_7D03983100EE][bookmark: STARTUPAPPROVAL][bookmark: BKM_EEDE0108_3E8B_41C0_9FC1_46C3B7640987]AircraftTypeICAOCode
	AircraftTypeICAOCode

	Definition
	ICAO code used to identify the aircraft type linked to the Business trajectory.

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	Core v2.0



[bookmark: _Toc395285662][bookmark: BKM_CF122C91_2E2E_40B9_822E_0675C8691534]Airline
	Airline

	Definition
	As provided in Article 96 of the Convention, any air transport enterprise offering or operating a scheduled international air service.

	Abbreviations
	

	Source
	ICAO Annex 9

	In Logical Model
	No



[bookmark: _Toc395285663][bookmark: BKM_83F777B3_FDC1_4F24_B9C8_5379E72DAD45]AirlineDesignator
	AirlineDesignator

	Definition
	Designator of the airline.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285664][bookmark: BKM_E49A04AA_A1AE_4B57_9768_9A2585CA17FA]AirlineIATADesignator
	AirlineIATADesignator

	Definition
	The designator of an airline assigned by IATA in accordance with the provision of Resolution 762.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0




[bookmark: _Toc395285665]AirlineICAODesginator
	AirlineICAODesginator

	Definition
	The designator of an airline assigned by ICAO in accordance with ICAO Document 8585.

	Abbreviations
	

	Source
	

	In Logical Model
	Core v2.0




[bookmark: _Toc395285666][bookmark: BKM_6A7DF5B8_2C08_48FB_8A89_AA85CA2BED31][bookmark: TURNAROUNDTIME][bookmark: BKM_2DF57FAF_BED6_4792_9817_343B91A68E6F]AirportTransitView
	AirportTransitView

	Definition
	The path and operations linked to an aircraft during its "visit" to the airport. It starts at the Initial approach fix (STAR) and includes the taxi-in segment, the turn round processes from the airspace user, the taxi-out segment and ends with the handover to the TMA departure controller at the SID.

	Abbreviations
	ATV

	Source
	SESAR

	In Logical Model
	Europe A-CDM Extension v1.0




[bookmark: _Toc395285667][bookmark: BKM_871CACA9_5BB9_49FE_8F94_CD23408E6037]Approach
	Approach

	Definition
	The phase of flight from the outer marker to the to the point of transition from nose-low to nose-high attitude immediately prior to the flare above the runway [ifr]; or [vfr] from 1500 feet (450 metres) above the runway end elevation or from the point of vfr pattern entry to the flare above the runway.

	Abbreviations
	

	Source
	ICAO ADREP 2000

	In Logical Model
	No




[bookmark: _Toc395285668][bookmark: BKM_06B4AB26_C267_455B_86D6_79FD4855D39B]Apron
	Apron

	Definition
	A defined area, on a land aerodrome/heliport, intended to accommodate aircraft/helicopters for purposes of loading and unloading passengers, mail or cargo, and for fuelling, parking or maintenance.

	Abbreviations
	

	Source
	ICAO Annex 1

	In Logical Model
	No



[bookmark: _Toc395285669][bookmark: BKM_BB07CB52_5624_4156_BCD8_A223073B2B44]Arrival
	Arrival

	Definition
	The set of flight operations following procedures associated to the destination aerodrome.

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	Core v2.0



[bookmark: _Toc395285670][bookmark: BKM_AE1D6289_9D82_4F57_8151_5FAF13C5E945]Boarding
	Boarding

	Definition
	The act of embarking on an aircraft

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285671][bookmark: BKM_2B68DF13_8D4F_42BA_A310_46386DCCD150][bookmark: ARRIVALOPERATIONS][bookmark: BKM_5A90FEAA_BE30_4A67_8C14_5C6A50AD2766]BoardingTime
	BoardingTime

	Definition
	Time at which the boarding operation starts.

	Abbreviations
	

	Source
	

	In Logical Model
	Core v2.0



[bookmark: _Toc395285672][bookmark: BKM_F1874C65_2275_4CF7_ABC3_B83AC3923C47][bookmark: INBLOCK][bookmark: BKM_29B1DA39_4091_471A_9698_12F257FBB8C7]CalculatedTakeOffTime
	CalculatedTakeOffTime

	Definition
	A time calculated and issued by the appropriate Central Management unit, as a result of tactical slot allocation, at which a flight is expected to become airborne. (ICAO Doc 7030/4 – EUR, Table 7).

	Abbreviations
	CTOT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285673]CommencementDeicingTime
	CommencementDeicingTime

	Definition
	Time at which the deicing operation commences.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285674][bookmark: BKM_9FC9A94C_34EB_4DEB_A405_219BD4BF9DE9]Deicing
	Deicing

	Definition
	De-icing operation on an aircraft that may consist of removal of snow, ice or frost from the aircraft (de-icing), and/or also application of chemicals that remain on a surface and continue to delay the reformation of ice up (anti-icing).

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285675][bookmark: BKM_327C0D04_8C35_4D3C_AC68_0A79482B31EB]DeicingArea
	DeicingArea

	Definition
	An area comprising an inner area for the parking of an aeroplane to receive de-icing / anti-icing treatment and an outer area for the manoeuvring of two or more mobile de-icing / anti-icing equipment.

	Abbreviations
	

	Source
	ICAO

	In Logical Model
	No




[bookmark: _Toc395285676][bookmark: BKM_CBC3834A_845F_4010_AA59_350F3364B446]DeicingTime
	DeicingTime

	Definition
	Duration of the deicing operation.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285677][bookmark: BKM_DB2D5080_0C5B_4FEB_9231_B965144E4D9C][bookmark: DEPARTUREOPERATIONS][bookmark: BKM_83266943_0E9C_484F_A13B_63E5BF28C43C]Departure
	Departure

	Definition
	The set of flight operations following procedures associated with the departure aerodrome.

	Abbreviations
	

	Source
	

	In Logical Model
	Core v2.0



[bookmark: _Toc395285678][bookmark: BKM_0BB2794E_E3AE_4065_AB38_A6247B9F4964][bookmark: OFFBLOCK][bookmark: BKM_6EF4CAF2_8E89_4781_AA22_0EA5C6FFA210]EndDeicingTime
	EndDeicingTime

	Definition
	Time at which the deicing operation ends

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285679]EnRoute
	EnRoute

	Definition
	The phase of flight from the completion of initial climb at the departure aerodrome to the completion o fcontrolled descent to the outer marker [ifr] or [vfr] to completion of the controlled descent to the vfr pattern or 1,500 feet [450 metres] above runway end elevation, whichever comes first. This includes any airborne maneuvering.

	Abbreviations
	

	Source
	ICAO ADREP 2000

	In Logical Model
	Core v2.0



[bookmark: _Toc395285680][bookmark: BKM_ED83281E_64B3_4AEB_852D_06A0B216797A]EstimatedCommencementDeicingTime
	EstimatedCommencementDeicingTime

	Definition
	The estimated time when de-icing operations on an aircraft are expected to start.

	Abbreviations
	ECZT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285681][bookmark: BKM_2F9D308A_3BCB_4218_8B00_6FB818B11E12]EstimatedDeicingTime
	EstimatedDeicingTime

	Definition
	Metric EEZT – ECZT.

	Abbreviations
	EDIT

	Source
	A-CDM Implementation Manual

	In Logical Model
	SESAR A-CDM Ext. v1.0



[bookmark: _Toc395285682][bookmark: BKM_5CBC86EB_B879_4CB0_8208_40E4C23FC108]EstimatedEndDeicingTime
	EstimatedEndDeicingTime

	Definition
	The estimated time when de-icing operations on an aircraft are expected to end.

	Abbreviations
	EDIT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285683][bookmark: BKM_976D787C_36ED_4CEA_A3E2_47F1CB8220B0][bookmark: AIRCRAFT][bookmark: BKM_215C7820_D354_4D19_A38F_05E7D26C9D1F]EstimatedInBlockTime
	EstimatedInBlockTime

	Definition
	The estimated time that an aircraft will arrive in-blocks.

	Abbreviations
	EIBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285684][bookmark: BKM_C9887ABF_7C62_4289_B632_7775DA0DAEC2]EstimatedLandingTime
	EstimatedLandingTime

	Definition
	The estimated time that an aircraft will land. The estimated time information is subject to variation, neither a Controlled Time (time constraint) nor a Target Time (planned time).

	Abbreviations
	ELDT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0




[bookmark: _Toc395285685][bookmark: BKM_049FE555_C5E7_40FA_8CD3_9AAF3F48F463]EstimatedOffBlockTime
	EstimatedOffBlockTime

	Definition
	The estimated time at which the aircraft will start movement associated with departure (ICAO).

	Abbreviations
	EOBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285686][bookmark: BKM_7C62388E_63ED_4F27_8D86_96D1E4B7504C]EstimatedReadyForDeicingTime
	EstimatedReadyForDeicingTime

	Definition
	The estimated time when the aircraft is expected to be ready for de-icing operations.

	Abbreviations
	ERZT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285687][bookmark: BKM_A1657DEC_59D7_4DAE_A4FC_99114B46E845]EstimatedTakeOffTime
	EstimatedTakeOffTime

	Definition
	The estimated take off time taking into account the Estimated Off-Block Time (EOBT) plus the Estimated Taxi-Out Time (EXOT).

	Abbreviations
	ETOT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0




[bookmark: _Toc395285688][bookmark: BKM_13356684_DBEF_4DD2_9998_C9CDC56F471A][bookmark: AERODROME][bookmark: BKM_5E1E65A7_B8B5_440C_B924_6DBEBC192CC6][bookmark: BASEINFRASTRUCTURE][bookmark: BKM_DDE3EBA4_E855_4D1D_90FD_DD572D8E7543]EstimatedTaxiInTime
	EstimatedTaxiInTime

	Definition
	The estimated taxi time between landing and in-block.

	Abbreviations
	EXIT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285689][bookmark: BKM_24F5ADF5_3C4D_4D31_A124_B8B6C970E8F8]EstimatedTaxiOutTime
	EstimatedTaxiOutTime

	Definition
	The estimated taxi time between off-block and take off. This estimate includes any delay buffer time at the holding point or remote deicing prior to take off.

	Abbreviations
	EXOT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285690][bookmark: BKM_D1E8F63B_66AE_4601_A627_23A7F9127AA7]EstimatedTuraroundTime
	EstimatedTuraroundTime

	Definition
	The time estimated by the AO/GH on the day of operation to turn-round a flight taking into account the operational constraints.

	Abbreviations
	ETTT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285691][bookmark: BKM_D59DA2BA_E168_4C83_A5D6_B33D734AA32F]Flight
	Flight

	Definition
	The operation of an aircraft which, in the case of a manned aircraft, takes place between the time any person boards the aircraft with the intention of flight until such time as all such persons have disembarked, or in the case of an unmanned aircraft, takes place between the time the aircraft is ready to move with the purpose of flight until such time as it comes to rest at the end of the flight and the primary propulsion system is shut down.

	Abbreviations
	

	Source
	ICAO Annex 13

	In Logical Model
	Core v2.0



[bookmark: _Toc395285692][bookmark: BKM_424177AA_77F6_46C7_A6BC_D26B772A2356]FlightNumber

	FlightNumber

	Definition
	Identifier of one or several consecutive IATA flight leg(s) operated by an airline.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285693][bookmark: BKM_98207670_02F0_45AD_B5C4_48035CFC6D81][bookmark: DESIGNATORS][bookmark: BKM_3A4EFF1A_A05A_46E8_9652_E289DD497BCA]FlightPhase
	FlightPhase

	Definition
	A period-in-time occurrence during a Flight.

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	



[bookmark: _Toc395285694][bookmark: BKM_0F1C7F2C_5E3F_4785_BA59_DF27F8130A91]FlightPlan
	FlightPlan

	Definition
	Specified information provided to air traffic services units, relative to an intended flight or portion of a flight of an aircraft.

	Abbreviations
	FPL

	Source
	ICAO

	In Logical Model
	No




[bookmark: _Toc395285695][bookmark: BKM_86E5E1F6_6A02_41D1_AE02_3E52877D54F9]Gate
	Gate

	Definition
	Access to an airport terminal on the passenger side, considered in relation with a specific StandSystemConfiguration, i.e. at some point in time for a specific airport.

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285696][bookmark: RUNWAY][bookmark: BKM_3121793A_DB34_4B33_A13C_B2381B0C568A]GloballyUniqueFlightIdentifier
	GloballyUniqueFlightIdentifier

	Definition
	The reference of a flight that is unique for all eligible members of the global ATM Community.

	Abbreviations
	GUFI

	Source
	ICAO Doc 9965

	In Logical Model
	Core v2.0



[bookmark: _Toc395285697][bookmark: BKM_DB92AE4A_BCA3_4DA1_BA49_4FF5D29F257A]GroundHandling
	GroundHandling

	Definition
	Services necessary for an aircraft's arrival at, and departure from, an airport, other than air traffic services.

	Abbreviations
	

	Source
	ICAO Annex 6

	In Logical Model
	No



[bookmark: _Toc395285698][bookmark: BKM_ADD38935_D145_4683_9AF8_D3442A6D366C]IATAUniqueFlightIdentifier
	IATAUniqueFlightIdentifier

	Definition
	A composed key whose fields together define a unique IATA flight leg.

	Abbreviations
	UFI

	Source
	SESAR

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285699]ICAOFlightID
	ICAOFlightID

	Definition
	Flight identification structure based on usual ICAO fields present in the Flight Plan.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285700][bookmark: BKM_2414F836_9135_4F4E_9347_41A89FD16377][bookmark: IFPLIDENTIFIER][bookmark: BKM_34B988D1_1EEA_4641_8F7E_D53FB52E2193]IFPLIdentifier
	IFPLIdentifier

	Definition
	A unique flight plan identifier, assigned by the IFPS.

	Abbreviations
	IFPLID

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285701][bookmark: BKM_B108124C_86AF_4E18_B80B_27E333874473][bookmark: FLIGHT][bookmark: BKM_04A06374_E818_4F71_8FF8_298536E01AC7]InBlock
	InBlock

	Definition
	The arrival of the aircraft to its parking position.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285702][bookmark: BKM_189D840A_D596_4627_A390_408F59B0A98D]InBlockTime
	InBlockTime

	Definition
	In blocks times can be estimated by ATS or scheduled by airport.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285703][bookmark: FLIGHTIDENTIFIER][bookmark: BKM_66BCCB64_9415_4D87_B7E9_8B8B72285385]Landing
	Landing

	Definition
	The phase of flight from the point of transition from nose-low to nose-up attitude, immediately before landing (flare), through touchdown and until aircraft exits landing runway or comes to a stop, whichever occurs first.

	Abbreviations
	

	Source
	ICAO ADREP 2000

	In Logical Model
	No



[bookmark: _Toc395285704][bookmark: BKM_03B0F0DA_4C1E_4509_8348_F98068C8D6CE][bookmark: IATAUNIQUEFLIGHTIDENTIFIER][bookmark: BKM_5AC5664C_2383_45A5_966C_41FEC7BD3582]LandingTime
	LandingTime

	Definition
	Time at which an aircraft touches down.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285705][bookmark: BKM_A233E620_49A1_4E40_BCC8_908058A6F0B7]MinimumTurnaroundTime
	MinimumTurnaroundTime

	Definition
	The minimum turn-round time agreed with an AO/GH for a specified flight or aircraft type.

	Abbreviations
	MTTT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285706][bookmark: BKM_A46E5930_499E_4AFF_9EA4_E4C6CD395A75]OffBlock
	OffBlock

	Definition
	The departure of the aircraft from its parking position.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285707][bookmark: BKM_B96DF661_F052_45EB_B6F4_6CD922BC7A6E]OffBlockReady
	OffBlockReady

	Definition
	Event at which all doors of an aircraft are closed and departure will be possible immediately after reception of the ATC clearance.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285708][bookmark: BKM_2DE56B95_E70C_453B_B20E_3A6EBF1F069C]OffBlockReadyTime
	OffBlockReadyTime

	Definition
	Time at which the aircraft is ready for Off-Block.

	Abbreviations
	

	Source
	

	In Logical Model
	Core v2.0




[bookmark: _Toc395285709][bookmark: BKM_7FD0E255_23DA_4B20_91BA_E06CED07DB04]OffBlockTime
	OffBlockTime

	Definition
	Time at which the aircraft departs from its parking position.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285710][bookmark: BKM_20544B32_6919_41BA_9F79_2596919C8AF1]OnStandDeicing
	OnStandDeicing

	Definition
	Deicing operation that takes place before the aircraft off-block from the departure stand.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285711][bookmark: BKM_525486B7_BEBA_4F8A_B59D_495FEB3B52DC]OriginFlightDate
	OriginFlightDate

	Definition
	The UTC scheduled date of departure of a flight. However, for a Multi-Leg Flight, the Origin Flight Date for each flight leg is the scheduled date of departure of the first Flight Leg in the series.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285712][bookmark: BKM_44A15948_7514_457B_B2FF_F562E4F2E358][bookmark: FLIGHTPHASES][bookmark: BKM_DCCE6975_E425_4EB6_ACD0_285ED497F7F0]ReadyForDeicingTime
	ReadyForDeicingTime

	Definition
	Time at which the aircraft is ready for deicing operation.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285713][bookmark: BKM_573407B5_3951_44AA_93F8_528352E4B8CC]RemoteDeicing
	RemoteDeicing

	Definition
	Deicing operation that takes place after the aircraft is off-blocked from its departure stand and before it takes-off in a dedicated stand for the operation.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0




[bookmark: _Toc395285714][bookmark: BKM_8F13DB49_F005_46DF_BD0E_6E4A473ACDD2]RepeatNumber
	RepeatNumber

	Definition
	Complementary number used to distinguish between different attempts of operating the flight.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285715]Runway
	Runway

	Definition
	A defined rectangular area on a land aerodrome prepared for the landing and take-off of aircraft.

	Abbreviations
	

	Source
	ICAO

	In Logical Model
	No



[bookmark: _Toc395285716][bookmark: BKM_F7217896_376E_4A49_B7EA_9F402409CE18]RunwayDirection
	RunwayDirection

	Definition
	One of the two possible landing and/or take-off directions of a runway or Final Approach and Take-off Area (FATO).

	Abbreviations
	

	Source
	DGIWG

	In Logical Model
	Core v2.0



[bookmark: _Toc395285717][bookmark: BKM_BB33A3DC_9B2B_409E_8116_84D16FC7B41B][bookmark: LANDING][bookmark: BKM_5BE7A144_4F9A_4CAA_9267_5BBE57742A35]RunwayDirectionDesignator
	RunwayDirectionDesignator

	Definition
	The full textual designator of the landing and take-off direction.

	Abbreviations
	

	Source
	

	In Logical Model
	Core v2.0



[bookmark: _Toc395285718][bookmark: BKM_73B4DE98_D9A8_4353_99C4_F7E187AB92F6]ScheduledInBlockTime
	ScheduledInBlockTime

	Definition
	The time that an aircraft is scheduled to arrive at its first parking position.

	Abbreviations
	SIBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285719][bookmark: BKM_4A60D6CE_5D38_4ABA_9D6A_F8DCEB8315B7]ScheduledOffBlockTime
	ScheduledOffBlockTime

	Definition
	The time that an aircraft is scheduled to depart from its parking position. 

	Abbreviations
	SOBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285720][bookmark: BKM_2B55E8F0_6B4C_4D2B_B2B1_B3D2F3DD12DB]ScheduledTurnaroundTime
	ScheduledTurnaroundTime

	Definition
	Metric SOBT - SIBT.

	Abbreviations
	STTT

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285721][bookmark: BKM_11204663_B616_4C0F_96C5_E32E3FF0B58E]Standing
	Standing

	Definition
	The phase of flight from the time the first person boards the aircraft with the intention of flight until push-back or, if pushback does not apply, until taxiing from the gate or parking position is commenced. Subsequently, from engine shut down upon reaching the gate or parking position after flight until the last person has exited the aircraft.

	Abbreviations
	

	Source
	ICAO ADREP 2000

	In Logical Model
	No




[bookmark: _Toc395285722][bookmark: BKM_BB9CF384_5CC6_4FF9_9454_A8AAB7858E9E][bookmark: TAKEOFF][bookmark: BKM_AE9B48C9_E401_4486_8B7C_278BBFA42307]StartUpApproval
	StartUpApproval

	Definition
	ATC approval for starting up of the aircraft engines  by the flight crew.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285723][bookmark: BKM_2905AC14_3038_44A5_BF80_BE0D3FE9A747]StartUpApprovalTime
	StartUpApprovalTime

	Definition
	Time at which the Start-Up of the aircraft engines is approved.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285724][bookmark: BKM_B4834807_98F3_4020_979D_FA86045104C7]Suffix
	Suffix

	Definition
	Complementary character used to distinguish between two flights with the same IATA Flight Number and airline designator.

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285725][bookmark: BKM_18C7CCB4_5AD5_40A1_847C_BC269CE3D21A]TakeOff
	TakeOff

	Definition
	The phase of flight from the application of take-off power until reaching the first prescribed power reduction, or until reaching the vfr pattern or 1,500 feet (450 metres) above runway end elevation, whichever comes first or the termination (abort) of the take-off.

	Abbreviations
	

	Source
	ICAO ADREP 2000

	In Logical Model
	No



[bookmark: _Toc395285726][bookmark: BKM_74EC1AAA_88E5_4F95_BFE8_8A48234B9513]TakeOffTime
	TakeOffTime

	Definition
	Time at which an aircraft leave the ground and becomes airborne.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285727][bookmark: BKM_A031F337_3603_407B_B3F6_0AB341B8343D]TargetLandingTime
	TargetLandingTime

	Definition
	Targeted Time from the Arrival management process at the threshold, taking runway sequence and constraints into account. It is not a constraint but a progressively refined planning time.

	Abbreviations
	TLDT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285728][bookmark: TAXIIN][bookmark: BKM_E0D14154_73EF_46D6_B9B8_CACA1D9760AD]TargetOffBlockTime
	TargetOffBlockTime

	Definition
	The time that an aircraft operator / handling agent estimates that an aircraft will be ready, all doors closed, boarding bridge removed, push back vehicle present, ready to start up / push back immediately upon reception of clearance from the TWR. 
TOBT can be calculated as ELDT+EXIT+ MTTT or
ALDT+EXIT+ MTTT or AIBT + MTTT.
If TOBT is earlier than EOBT, then EOBT value is displayed
as TOBT, until updated / confirmed by the Aircraft
Operator or Ground Handler. Confirmation can
also be triggered automatically based on a time parameter
before TOBT.

	Abbreviations
	TOBT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285729][bookmark: BKM_7AF69D2C_3E9D_43C9_9E71_995B1711BB80]TargetStartUpApprovalTime
	TargetStartUpApprovalTime

	Definition
	The time provided by ATC taking into account TOBT, CTOT and/or the traffic situation that an aircraft can expect to receive start up / push back approval. 

	Abbreviations
	TSAT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0



[bookmark: _Toc395285730][bookmark: BKM_D63F4782_C34C_40EE_80EB_5B3698DC8388]TargetTakeOffTime
	TargetTakeOffTime

	Definition
	The Target Take Off Time taking into account the TOBT/TSAT plus the EXOT. Each TTOT on one runway is separated from other TTOT or TLDT to represent vortex and/or SID separation between aircraft.

	Abbreviations
	TTOT

	Source
	A-CDM Implementation Manual

	In Logical Model
	Core v2.0




[bookmark: _Toc395285731]Taxi
	Taxi

	Definition
	The phase of flight in which movement of an aircraft on the surface of an aerodrome under its own power occurs, excluding take-off and landing.

	Abbreviations
	

	Source
	ICAO ADREP 2000

	In Logical Model
	No



[bookmark: _Toc395285732][bookmark: BKM_E3E29F6F_41C8_47E2_87C1_F10F20D939E1][bookmark: TAXIOUT][bookmark: BKM_F9AD1887_7844_4FCC_BD98_24B4E436EF57]TaxiIn
	TaxiIn

	Definition
	Phase of flight from Landing until In-Block, that includes the Surface Movement associated to the arrival of a flight

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	No



[bookmark: _Toc395285733][bookmark: BKM_725E71A8_23CF_4DB6_B6AD_603CEEEE8B15]TaxiInTime
	TaxiInTime

	Definition
	Duration of the Taxi-In operation.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285734][bookmark: BKM_5D54B933_3341_42B7_B98A_12A635A46111]TaxiOut
	TaxiOut

	Definition
	Phase of flight from Off-Block until Take-Off, that includes the Surface Movement associated to the departure of a flight

	Abbreviations
	

	Source
	SESAR

	In Logical Model
	No



[bookmark: _Toc395285735][bookmark: BKM_AED94CC8_1640_4053_B086_86652532AC75]TaxiOutTime
	TaxiOutTime

	Definition
	Duration of the Taxi-Out operation.

	Abbreviations
	

	Source
	

	In Logical Model
	No



[bookmark: _Toc395285736][bookmark: BKM_1E46FF82_9520_4FC3_8D6D_6B41A03EDCB3][bookmark: ORGANISATION][bookmark: BKM_9E3FD504_9CE5_4C14_8FDF_108D449FFDF5][bookmark: STAKEHOLDERANDACTIVITIES][bookmark: BKM_20294274_E185_49EF_BD5C_9D2371746553]Terminal
	Terminal

	Definition
	An installation on an aerodrome with facilities for loading and unloading aircraft and processing traffic (passengers, baggage, cargo and mail).

	Abbreviations
	

	Source
	NATO AAP-6  (2004)

	In Logical Model
	Core v2.0



[bookmark: _Toc395285737][bookmark: BKM_C8874B8B_DF43_45F8_B831_635A4BFC3849]TOBTUpdateStatus
	TOBTUpdateStatus

	Definition
	Code that describes status of the update of the TOBT. It is used to control the number of updates to TOBT after TSAT has been issued. (eg max 3 updates after TSAT issue).

	Abbreviations
	

	Source
	

	In Logical Model
	Europe A-CDM Ext v1.0



[bookmark: _Toc395285738]Turnaround
	Turnaround

	Definition
	Ground Handling covers a complex series of processes and services that are required to separate an aircraft from its load (passengers, baggage, cargo and mail) on arrival and combine it with its load prior to departure.

	Abbreviations
	

	Source
	A-CDM Implementation Manual

	In Logical Model
	No



[bookmark: _Toc395285739][bookmark: BKM_CCC1C8C4_5B5B_4223_9FC5_AE4C3FF0807C]TurnaroundTime
	TurnaroundTime

	Definition
	Duration of the turnaround.

	Abbreviations
	

	Source
	

	In Logical Model
	No
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